
The MKC series adopts an integrated loading and unloading structure, which realizes feeding, cutting, and receiving at one time, which

greatly saves labor costs, improves work efficiency, and realizes fast delivery in sales and production. It's equipped with a variety of different

tools to realize application cutting of different materials. And there is no need to make a die, which saves the time and cost of making a die.

Cutting Size Area: 800 x 600 mm

Overall Size Area: 3600 x 1180 x 1270 mm

The Eurotech Digital Cutter is a fully-
automated digital cutting machine.
Being a high-speed CNC finishing
machine; it can perform a variety of
cutting solutions from automatic
feeding, calling of cutting files,
positioning, cutting and receiving. Thus
being suitable for a variety of paper,
Sticker, Label, Digital Print&Cut Files,
custom Die-cutting, Unique specialised
Cut jobs and more. With a one-time
moulding integral frame and super
stable body, it can cope with a range of
high-intensity materials. 

INTRODUCTION

PRODUCT ADVANTAGES
Based on the SZZN new production platform, the steel frame structure is formed in one step, and the mechanism can be
disassembled, which is convenient for customers to disassemble and install when they move in.
The smallest model occupies an area of ​​2 square meters and is easy to move. 
Automatic feeding device: can continuously process materials. 
Crawler Italian felt: can automatically send the processed materials to the gathering area. 
Split head assembly, servo plus pneumatic control of the tool up and down, the tool depth can be adjusted digitally. 
Use Swiss imported motor vibration tool, amplitude 17000R/min. 
Aviation grade alluminum alloy platform, durable and not easy to deform; unique multi-contact keel design, easy to adjust One-
piece forming frame: The whole body has no screws, durable and does not deform. 
CCD visual positioning system: German imported high-definition CCD positioning camera, automatic and precise edge cutting
for different materials, high precision, reduce errors.
Imported synchronous belt: imported quality, will not deform or extend the rubber over time, strong adaptability to the
temperature of the use environment, reduce the impact of the synchronous belt under different temperatures thus ensuring
efficiency & precision. 
Unique curve optimisation system efficiency is 30% higher than that of peers. 
Platform flatness automatic adjustment system ensures platform flatness

MACHINE UNIQUE FEATURES

Automatic Cutting Plotter, High-speed CNC Machine
DIGITAL CUTTING FLATBED

POWERFUL & MATURE PRODUCT CONFIGURATIONS
Various corrugated board, Plastic board, Yellow cardboard, Red cardboard, Gray paperboard, PVC sheet, Foam board, EVA board, KT
board, Sticker, Self-adhesive label, Gasket etc.



Series Features

 Buffer Capacity

2.2KW

5.5KW

Vacuum adsorption (with back blowing)

Touch screen

Standard network portTransmission Port

MACHINE PARAMETERS

Digital Cutter 80-60

Pen, Creasing wheel tool, Kiss cut tool, Graphtec blade, CCD positioning, Mini oscillating tool

Can be connected to any CAD software, computer-aided design and cutting can occur simultaneously.

One-time quick transfer sheet-fed cutting

MACHINE TOOLS
The various images below showcase the adaptation tools:

MACHINE APPLICATIONS
There are a variety of medias this digital cutting machine can be used for as well as a versatile range of industries which it
can that can utilise it’s offerings. All kinds of Corrugated Cardboard, Plastic Corrugated Board, Cardboards, PVC Board,
Foam Board, Eva Board, Kt Board, Stickers, Self-adhesive label, Gaskets and more.


